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The structural and magnetic properties of the melt-spun Pr2Fe14B/a-Fe nanocomposite powders
consolidated via shock-wave compression and subjected to postshock thermal treatment were
investigated. Shock compression results in grain refinement, which leads to a reduction of an
effective anisotropy and therefore an increase in the ferromagnetic exchange length, resulting in an
enhanced exchange coupling in fully consolidated bulk magnets. A small amount of amorphous
phase formed during the shock compression were observed to crystallize into Pr2Fe14B upon
annealing above 600 °C. The heat treatment also results in the recovery of coercivity partially lost
during the consolidation, which can be related directly to the dependence of the effective anisotropy
on the grain size, as illustrated by the transmission electron microscopy observation of grain
refinement in the shock-consolidated bulk samples. A uniform grain morphology is suggested as a
means for further increasing the magnetic properties of bulk nanocomposites. © 2004 American
Institute of Physics. [DOI: 10.1063/1.1782956]I. INTRODUCTION
A favorable combination of high magnetization and large
magnetic anisotropy allows intermetallic compounds such as
R2Fe14B sR=Pr,Ndd to be widely used in commercial appli-
cations. Exchange-coupled nanocomposites based on
R—Fe—B offer the potential for a considerable enhance-
ment of the maximum energy product sBHdmax over the
R2Fe14B single-phase magnets because of the enhanced
remanence.
1–4 These nanocomposites consisting of the hard
magnetic R2Fe14B grains and the soft magnetic a-Fe phase
are usually made in the form of powders, ribbons, and thin
films, produced by means of mechanical alloying, melt spin-
ning, and sputtering, respectively.5–8 The preparation of bulk
magnets then requires resin bonding, hot pressing, or other
methods of powder consolidation, which nevertheless dete-
riorate the magnetic properties due to either the dilution of
the magnetization caused by additives of nonmagnetic resin
or the grain growth caused by prolonged thermal excursions.
The shock-wave compression of powders is a technique
that is ideally suited for making the bulk nanocrystalline
materials.9–13 Since the consolidation of powders occurs in
the time scale of shock pulse duration of microseconds, the
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grain growth is thus minimized. Recently, we have investi-
gated the shock compression of exchange-coupled
Pr-Fe-B-based nanocomposite powders and obtained bulk
magnets with nearly full density,14 while retaining nanostruc-
tured morphology and even achieving slight grain refinement
in the shock-consolidated bulk compacts.
It is well known that the grain size of the hard and the
soft ferromagnetic components has critical influence on ex-
change interactions and on magnetic properties, especially
on the remanence, effective anisotropy, and coercivity of
nanocomposites.15–18 In order to obtain a higher energy prod-
uct, a fine grain size is necessary for the nanocomposite mag-
nets. Sun et al.16 investigated experimentally the dependence
of coercivity on the grain size of the soft magnetic a-Fe in
mechanically alloyed sNd,DydsFe,Co,Nb,Bd5.5 /a-Fe mag-
nets and pointed out that there exists an optimum grain size
around 15 nm with which the best magnetic properties can
be obtained. With further reduction in the grain size, the
remanence and the maximum energy product increase while
the effective anisotropy and the coercivity may decrease. In
the event that the coercivity is less than half of the rema-
nence, the energy product drastically deteriorates due to the
limitation of the irreversible demagnetization processes.15
Since shock consolidation results in the retention and even in
© 2004 American Institute of Physics
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can be employed to adjust the grain size and to optimize the
magnetic properties. The motivation of the present work is to
gain insight into the possible changes in microstructure dur-
ing the postshock heat treatment of the shock-compressed
compacts. In this work, the grain size dependence of the
coercivity in the shock-consolidated bulk magnets was inves-
tigated so as to verify the effect of the grain refinement on
the magnetic properties of the shock-compacted nanocom-
posite samples.
II. EXPERIMENTAL PROCEDURE
Pr2Fe14B-based nanocomposite ribbons with an excess
of 20 wt % a-Fe were fabricated by melt spinning. The melt-
spun ribbons were pulverized into powders and cold pressed
into a three-capsule fixture for the shock consolidation using
the Georgia Tech 80-mm-barrel-diameter single-stage gas
gun, equipped with a catch tank for soft recovery of the
consolidated samples. The shock consolidation experiments
were performed at an impact velocity of 880 m/s (average
calculated peak pressure of ,20 GPa), resulting in nearly
full dense compacts. Sections cut from the recovered bulk
specimens were subjected to subsequent thermal treatment at
temperatures from 400 to 700 °C for different times. Prior to
annealing, the sectioned samples were sealed into the evacu-
ated quartz tubes and were placed in a furnace preheated to
desired temperatures. After being held for the desired time
and temperature, the quartz tubes were taken out and cooled
in air. In order to observe evidence of any structural changes
caused by the heat treatment, the differential thermal analysis
(DTA) was performed using the Perkin-Elmer DTA7 at a
heating rate of 20 K/min. The annealed samples were char-
acterized by x-ray diffraction (XRD) using CuKa radiation,
scanning electron microscopy (SEM), and transmission elec-
tron microscopy (TEM). X-ray diffraction line broadening
analysis, using the Williamson-Hall method,19 was also per-
formed to determine the retained microstrain, and to estimate
the crystallite size. The magnetic properties were measured
using a superconducting quantum interference device
(SQUID) magnetometer with a field of up to 70 kOe. The
magnetic properties measurement data was adjusted by using
the effective demagnetization factors of 0.33 and 0.14 for
FIG. 1. Typical SEM image of a shock-compacted sample following anneal-
ing at 700 °C for 20 min.
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tively, determined experimentally and estimated according to
the sample morphology.
III. RESULTS AND DISCUSSIONS
Figure 1 shows the SEM micrograph of the fracture sur-
face of the annealed shock-consolidated compacts. The lay-
ered morphology and solid-state bonding between flakes are
observed in the samples, resulting in relative densities of up
to 98% –99% of the theoretical mass density. The layered
morphology formed during the initial uniaxial packing pro-
cess is retained during the subsequent shock loading and
thermal treatment.
XRD patterns of the starting material and the shock-
compressed and annealed samples are shown in Fig. 2. All of
the samples consist of magnetic Pr2Fe14B (2:14:1) and
a-Fe phases. The broadened peaks are the characteristics of
the as-compacted samples, indicating a structure of very fine
crystallites and possibly a small amount of amorphous phase.
The existence of the amorphous phase formed during the
shock consolidation was checked by the DTA. The DTA of
the sample before the shock compression as shown in Fig. 3
FIG. 2. XRD patterns of the starting material (a), the as-compacted (b), and
the postshock annealed samples with thermal treatment for 1 h at 400 °C
(c), and for 20 min at 600 °C (d), 650 °C (e), and 700 °C (f).
FIG. 3. DTA traces on the starting material and on the shock-compacted
sample, illustrating the crystallization of amorphous phase in the latter
sample.
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which may be related to the melting of the 2:14:1 phase at
1080 °C and of the iron at 1140 °C, respectively. These
peaks are also observed in the shock-compressed samples,
showing not much difference in the components of the pri-
mary phases upon the shock compression. However, a small
exothermic bump seems to be visible around 620 °C (as
marked by the arrow) in the shock-compacted sample. The
wide signal of an exothermic bump has been observed for
several shock-compacted samples while it is too weak for
further investigation on the phase transformation. The exo-
thermic effect may arise from the crystallization of the amor-
phous phase formed during the shock compaction process
and actually is close to the crystallization temperature of
2:14:1 crystallites from the amorphous phase.20 Apparently,
the amount of amorphous phase formed during the high-
strain-rate shock loading is not enormous because the shock
energy dissipates not only in the form of configurational
changes in the particles but also in the forms of interparticle
friction and bonding accompanied by the annihilation of
voids via plastic flow and the dispersion of fragments. More-
over, during the subsequent heating process, pre-existed
nanocrystallites in the shock-compacted samples serve as the
nucleation centers and result in the high concentration gradi-
ent at grain boundary of the nanocomposites. Wang et al.21
pointed out that a sharp concentration gradient of Nd atoms
may reduce or even eliminate the thermodynamic driving
force for crystallite nucleation. These may explain that the
crystallization trace on the DTA curve in this study is not as
evident as those that occurred for fully amorphous samples.20
After postshock thermal treatments, the phase compo-
nent is observed to remain almost the same as shown in Fig.
2, except the variation in peak intensity that illustrates a dif-
ferent fraction of the hard/soft magnetic phases in the nano-
composite. Peak broadening is still visible for the sample
annealed at 400 °C for 1h, but it narrows upon annealing
above 600 °C. Meanwhile, an increased intensity in the
a-Fe reflections is observed, which can be attributed to an
increase in the amount of a-Fe crystallites. At temperature
above 650 °C, the peak intensity ratio of 2 :14:1 /a-Fe
phases increases slightly, showing the formation of more
2:14:1 crystallites. The average grain size s,25 nmd calcu-
lated by the XRD line broadening analysis for the samples
annealed at 700 °C is slightly larger than those of the as-
compacted samples s,20 nmd due to the dissolution of the
small grains by the large grains.
Pressure gradients produced during the shock consolida-
tion of powders can lead to the generation of the large re-
sidual stresses. This effect has also been revealed in our pre-
vious work14 as well as that of others.22 The retained plastic
strain in the pre- and postshock compacts can be estimated
by the slope of the Williamson-Hall plots shown in Fig. 4.
The error bars in the figure indicate the scatter in the mea-
sured data of the XRD peak width. The shock compaction
induces a large amount of strain in the bulk materials. After
the annealing treatment, the strain relaxation is observed as
revealed by the decrease in the slope of the B cos u−sin u
plot.Our previous TEM observation reveals the grain refine-
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jected to the shock compaction.14 Figures 5(a) and 5(b) show
the TEM micrographs of the shock-compacted samples an-
nealed at 700 and 800 °C, respectively. The diffraction pat-
tern shows isotropic characteristic. The subsequent heat
treatment does not change the grain morphology while the
grain size coarsens with the increasing annealing tempera-
ture. The quantitative analysis of the microstructure of the
samples revealed the different grain size distribution for
these samples. The distributions of the grain size before and
after the heat treatment in comparison with the starting ma-
terials are shown in Fig. 6. The starting materials show a
Gaussian distribution with the maximum at grain size of
23 nm. However, the grains for the as-compacted samples
illustrate a bimodal distribution centered at two characteristic
maxima (8 and 18 nm). The grain size refinement is attrib-
uted to the fragmentation and shearing of nanocrystallites
FIG. 4. Williamson-Hall plots of the shock-compacted sample (a) and the
compact annealed at 700 °C for 20 min (b) compared with the starting
materials (c).
FIG. 5. TEM micrographs of the shock-compacted samples annealed at
700 °C (a) and 800 °C (b).
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(HRTEM) image (Fig. 7) of the as-compacted sample illus-
trates that the small grains correspond to a-Fe, whereas the
others correspond to Pr2Fe14B phase. This is also consistent
with the volume fractions of Pr2Fe14B and a-Fe s20 wt % d
in the nanocomposite compacts. Although the amorphous
phase (AM) is observed in the compacted nanocomposite
samples, it is difficult to precisely estimate the amount of
amorphous phase directly from the HRTEM observation.
However, it can be assumed from the XRD patterns that the
amorphous phase is less in the annealed samples due to the
crystallization. After annealing at 700 °C, a slight increase in
the grain size for both the hard and the soft phases is ob-
served; the diameter of the small particles increased from
about 8 nm to 14 nm, and that of the larger particles in-
creased from about 18 nm to 23 nm after annealing. For heat
treatment at 800 °C, the bimodal feature of the histogram is
less pronounced, and more likely, a Gaussian distribution is
observed while a greater fraction of the larger grains
FIG. 6. Histogram comparing the grain size distributions of the starting
materials (a), the as-compacted samples (b), and the compacts annealed at
700 °C (c) and 800 °C (d).
FIG. 7. HRTEM image of the as-compacted samples showing the existence
of the a-Fe sad, 2:14:1 phase sfd and amorphous phase (AM).
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observation shows that the grain size of both Pr2Fe14B and
a-Fe increases slightly with the annealing temperature, al-
though it is still not significantly larger than that of the start-
ing materials.
The typical hysteresis loops of the starting material, the
as-compacted, and the annealed samples are shown in Fig. 8.
It can be seen that the as-compacted sample shows smooth
loops, indicating an effective exchange coupling, whereas
the demagnetization curves of the annealed samples show a
small kink at zero field, indicating a partial decoupling due to
the presence of some larger grains. The highest remanence is
observed in the as-compacted samples, which results in the
enhanced exchange coupling between the Pr2Fe14B and the
a-Fe grains and the highest energy product of 16.3 MGOe. It
is well known that for an optimum exchange coupling, the
size of the soft magnetic a-Fe grains should be approxi-
mately the order of the effective exchange range Lex
<psAeff /Keffd1/2, where Aeff denotes the effective exchange
stiffness and Keff is the effective anisotropy constant that
originates from the contribution of the hard and the soft mag-
netic components of the nanocomposite magnets.16,23 Gao et
al.17 analyzed the dependence of the effective anisotropy on
the grain size of nanocomposites and concluded that Keff
decreases with the reduction in the grain size D. Under this
circumstance, the effective exchange range Lex increases,
thus more grains can be exchange coupled, leading to the
increase of the remanence and the maximum energy product.
As expected, the improved magnetic properties are observed
in the as-compacted sample with finer grain size. However,
when the grain size D of the a-Fe is smaller than the effec-
tive exchange range Lex, an overlap of exchange field be-
tween two hard magnetic grains situated at the opposite sides
of the soft grains occurs.16 This results in a decrease of the
coercivity in the as-compacted samples s6.4 kOed as com-
pared with that s6.8 kOed of the starting materials as shown
in Fig. 9. This is very similar to the results reported by Sun et
al. for the nanocomposite Nd2Fe14B/a-Fe magnets.16
Figure 9 plots the overall magnetic properties of the
FIG. 8. Hysteresis loops of the starting powders, the shock-compacted
samples, and the compacts annealed at 650 and 700 °C for 20 min,
respectively.starting material, the as-compacted, and the annealed
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the annealing temperature up to 600 °C due to the precipita-
tion of a-Fe from amorphous phase and then decreases due
to the formation of more Pr2Fe14B crystallites above the
crystallization temperature. Further increase of the annealing
temperature only results in the grain growth and in the dete-
rioration of the remanence. However, it appears that the co-
ercivity of the annealed samples increases with the increas-
ing annealing temperature above 600 °C in the studied
range, and it reaches the highest value of 6.8 kOe at 700 °C,
which is almost the same as that of the starting materials.
The mechanism controlling coercivity is mainly deter-
mined by the fraction of the hard magnetic phase and the
grain size of the soft phase and the grain morphology. With
consideration of amorphous phase as the soft phase, the ac-
tual total fraction of the hard magnetic 2:14:1 phase does not
change much when the samples are annealed below the crys-
tallization temperature of 620 °C (Fig. 3). A sterner consid-
eration is for samples annealed above 650 °C, at which the
fraction of the hard phases remains the same since no new
phase transformation takes place. Moreover, the heat treat-
ment does not significantly alter the grain morphology, ex-
cept for the grain growth. Therefore, the change in the coer-
civity after treatment above 650 °C is most likely attributed
to the change of the grain size. This can be interpreted in
accordance with24
Hc = 2akaeffK1/m0Ms − NeffMs,
where K1 and Ms are the anisotropy and the saturation mag-
netization of the material, ak, aeff, and Neff are the
microstructure-dependent parameters, representing the effect
of the anisotropy, the exchange coupling, and the local inter-
nal stray field, respectively. For the magnetic nanocompos-
ites, K1 can be considered as the effective anisotropy Keff as
a constant averaged over the various components of nano-
composites. For nanocomposites with volume fractions of
the hard and the soft phases being fh and fs, the Keff can be
simply written as Keff= fhK1sPr2Fe14Bd+ fsK1sFed. The theoreti-
cal calculation on the Nd2Fe14B/a-Fe nanocomposite has
FIG. 9. Annealing temperature dependence of the magnetic properties for
the shock-compacted samples.shown that all the anisotropic constants, Keff, K1sNd2Fe14Bd,
Downloaded 15 Sep 2004 to 200.145.243.98. Redistribution subject toand K1sFed, increase monotonously, even by above twice the
original values when the grain size increases from 10 to
25 nm.17 Assuming similar conditions for the PrFeB- and
NdFeB-based nanocomposites, it is reasonable that the effec-
tive anisotropic constant Keff in our case has the same grain
size dependence. Apparently, the average grain size of the
sample annealed above 600 °C is larger than that of the as-
compacted samples, and this leads to the higher coercivity.
This is in good agreement with the previous observation on
the mechanically milled Nd2Fe14B/a-Fe nanocomposites.
Sun et al.16 reported that for the ultrafine grain size D of the
a-Fe (below 2Lex,15 nm), the coercivity is very low due to
the coupling between hard magnetic grains situated at two
sides of a soft grain and the coercivity increases with the
grain growth up to 25 nm for the volume fraction of the
a-Fe in the range of 30% –70%. It is reasonable that the
grain growth also results in the modification of the local
environments of the grain boundaries and the change of the
microstructure-related parameters ak, aeff, and Neff. So the
variation in the characteristic of the coercivity along with the
grain size may not have a linear relation with the anisotropy
constant. It means that the coercivity does not increase sig-
nificantly while the effective anisotropy constant is doubled
when the grain size increases from 10 to 25 nm. A uniform
grain morphology with larger ak and with smaller Neff is
suggested as a means for further increasing the coercivity of
bulk nanocomposites. A decrease of the coercivity above
800 °C was observed due to the excessive grain growth and
to the existence of the free zones within the soft phase grains.
The free zone acts as the reversal nucleation center, and the
magnetization reversal nucleates at relatively lower fields
over the soft phase, resulting in the reduction of the coerciv-
ity. This observation suggests that the optimal coercivity may
be obtained with a narrow grain size distribution of
10–25 nm. The consequence of the excessive grain growth
is the occurrence of kinked hysteresis loops as shown in Fig.
9. Therefore, low annealing temperature around crystalliza-
tion temperature is necessary for retaining optimal combina-
tion of the coercivity and the maximum energy product.
In order to achieve higher energy product in the shock-
compacted isotropic nanocomposite magnets, two ap-
proaches may be considered. One is to enhance the rema-
nence by further grain refinement and meanwhile to achieve
a narrow grain size distribution. However, the variation of
the remanence with respect to the changes of the grain size
conflicts with the grain size dependence of the effective an-
isotropy and coercivity. This means that it is difficult to op-
timize the magnetic properties solely by grain size reduction.
Another feasible way is to increase the coercivity by reduc-
ing the local stray fields at the edges and corners of the
irregular grains, i.e., a uniform grain morphology is needed,
since a regular grain microstructure generally leads to a
higher ak, aeff, and lower Neff, thus a larger coercivity may
be expected whereas the remanence is not influenced remark-
ably by the type of grain structure.
IV. CONCLUSION
The effects of thermal treatment on the structure and onthe magnetic properties of the shock-compacted
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gated in this work. Subsequent annealing results in strain
relaxation. The shock compaction leads to the enhancement
of exchange coupling due to the grain refinement and higher
energy product at the expense of anisotropy and coercivity.
The coercivity increases after heat treatment due to the grain
growth induced enhancement of the anisotropy. In order to
achieve higher magnetic properties, a uniform grain mor-
phology and a narrow grain size distribution are suggested.
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